INSTALLATION  INSTRUCTURE

The following is a general instruction sheet for installing vinyl tiles. We strongly recommend that they be read thoroughly before starting in order to achieve professional results.

1. SURFACE PREPARATION
- The existing floor is the surface on which the new vinyl tiles will be installed. It must be carefully prepared in order to have a successful installation. The entire surface must be clean, smooth and level.
Follow instructions below depending on the type of floor surface:
- Cement: The cement must be clean and free of moisture. If it is painted, make sure the paint is dry. Fill all cracks and holes with a suitable latex crack filler.
- Wood: Make sure that all planks are securely nailed to the surface which must be clean and free of dirt, dust, varnish, paint, grease and waxes. Countersink nail heads and fill holes and cracks with latex crack filler.
- Resilient / Vinyl: Remove all dust, dirt, grease and waxes. Do not install tiles over cushioned vinyl rubber flooring, this type of flooring must be removed or covered with plywood. Fill holes and cracks with latex crack filler.
Remarks:
Do not install vinyl tiles:
- Over radiant heated floors
- Over any floor where the temperature is excessively hot or cold
- Over particle board
- Where moisture may be problem
- Outdoors
Before installing the vinyl floor tiles, store them at room temperature for at least 24 hours.
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Illustration 1 
2. WHERE TO START
- Find the center of the room by snapping a chalk line from the center points of opposite walls. The center of the room is where the chalk lines intersect.(See illustration 1) This will eliminate small cuts around the edges and also leave a uniform border. (See illustration 2)
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Illustration 2
3. INSTALLING THE TILES
- Before installing, inspect each tile for defects. Installing constitutes acceptance. Whenever tiles are marked with directional arrows on the back, install them so that all arrows point in the same direction.
- Starting at the center point, install the tiles as shown in illustration 3. IF Self-stick, peel off the protective paper and carefully set the tile into place and press down firmly. If dry back, follow instructions on adhesive container carefully.
Do not slide the tiles once they are placed, it is very difficult to move them without damaging them.
CAUTION:
The protective paper on the back of self-stick is very slippery. DISPOSE OF IT IMMEDIATELY AFTER YOU PEEL IT OFF.
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Illustration 3
4. CUTTING
- The tiles may be cut with a utility knife. To fit a partial tile, first place a loose tile directly over the last whole tile closest to the wall. Then put another tile against the wall overlapping the tile to be cut. Make a mark, then cut the tile (see illustration 4)
(Do not cut on the floor as the blade may cut through and damage the new tiles)
- Check to see if the fit is acceptable before setting the tile into place.
- Slide the tile under moldings and trim wherever needed.
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illustration 4
5. MAINTENANCE
Vinyl floor tiles require minimum maintenance, here are a few suggestions:
- Remove dirt by sweeping, damp mopping, or vacuuming regularly
- Avoid heavy abrasive cleaning products
- Use furniture leg protectors
- Occasionally clean with an appropriate vinyl tile cleaner

RESIDENTIAL ONE – YEAR WARRANTY
The manufacturer warranties tiles to the original purchaser for a period of one year against manufacturing defects, when installed according to the instructions printed on each box. The manufacture will repair, or at his potion, replace material of similar quality and color as the defective material.

EXCLUSIONS TO THE WARRANTY
The warranty does not apply if tiles are damaged for any of the following reasons:
- Neglect
- Water accumulation
- Abuse
- Improper installation and maintenance
- Any usage other than interior residential
- Unbalanced moisture level
“B” grade or non standard material is not covered by this warranty.
The manufacturer’s compensation cannot, in any circumstance, exceed the purchase price of the product.

DO NOT WAX. THIS WILL PRODUCE A VERY SLIPPERY SURFACE AND MAY CAUSE ACCIDENTS.
